Room temperature, continuous-wave coupled-cavity InAsP/InP photonic crystal laser with enhanced far-field emission directionality by Huang, Jingqing et al.
Room temperature, continuous-wave coupled-cavity InAsP/InP photonic
crystal laser with enhanced far-field emission directionality
Jingqing Huang,1,2,a) Se-Heon Kim,1,2 Jonathan Gardner,1 Philippe Regreny,3
Christian Seassal,3 Pablo Aitor Postigo,4 and Axel Scherer1,2
1Department of Electrical Engineering, California Institute of Technology, Pasadena, California 91125, USA
2Kavli Nanoscience Institute, California Institute of Technology, Pasadena, California 91125, USA
3Universite´ de Lyon, Institut des Nanotechnologies de Lyon INL-UMR 5270, CNRS, Ecole Centrale de Lyon,
Avenue Guy de Collongue, Cedex F-69134, France
4IMM-Instituto de Microelectro´nica de Madrid (CNM-CSIC), Isaac Newton 8, PTM, E-28760 Tres Cantos,
Madrid, Spain
(Received 30 June 2011; accepted 12 August 2011; published online 1 September 2011)
We demonstrate room temperature, continuous-wave lasing with enhanced far field emission direc-
tionality in coupled-cavity photonic crystal lasers, made with InAsP/InP quantum well material.
These surface-emitting lasers can have a very low effective threshold power of 14.6 lW, with a
linewidth of 60 pm, and 40% of the surface emitted power concentrated within a small divergence
angle of630.VC 2011 American Institute of Physics. [doi:10.1063/1.3633120]
Wavelength- and subwavelength-scale lasers are useful
devices for on-chip optical signal processing, communica-
tion, and biochemical spectroscopy.1–3 Their small sizes
bring the advantages of small on-chip footprint and potential
of Purcell enhancement, which may lead to faster laser mod-
ulation and thresholdless lasing.4–6 Room temperature (RT),
continuous-wave (CW) operation is requisite for stable las-
ing characteristics and narrow linewidths and has been
achieved with quantum dot, quantum wire, and quantum
well (QW) materials using a variety of photonic crystal
(PhC) cavity designs.6–8 However, most of the wavelength-
scale laser cavities are so far optimized for high quality fac-
tor (Q) and small effective volume (Veff) in attempt to maxi-
mize the Purcell factor Fp, but are not particularly designed
for efficient light extraction. Extraction methods such as
evanescent coupling to a tapered microfiber9 and monolithic
integration with a passive waveguide using wafer regrowth
techniques10 have been demonstrated; lasers with highly
directional surface emission can provide an alternative way
to achieve efficient free-space light coupling.11 At the same
time, coupled photonic crystal lasers have been studied to
increase lasing power and differential quantum efficiency.12
Single mode operation can be achieved from coupled cav-
ities even when they are individually multimode, as the con-
stituent cavities act as mode filters for each other.13 To
further investigate and improve on these issues, we have
designed coupled photonic crystal cavities that exhibit single
mode lasing and enhanced emission directionality. We show
experimental measurements of fabricated devices and fit the
measured data to laser rate equations to estimate the laser’s
threshold, spontaneous emission coupling factor (b), as well
as the 1.5 lm wavelength emitting InAsP/InP QW material
properties for future nanolaser designs in this not yet com-
monly used material system.
Our devices are formed in an InP slab with a thickness d
of 240 nm on top of a 1.16 lm thick sacrificial InGaAs layer.
The InP slab contains 4 InAsP QWs with the photolumines-
cent emission peak at 1550 nm. Cylindrical holes etched into
the InP slab in a hexagonal lattice form the PhC. One miss-
ing air hole forms a simple H1 cavity, 3 or 5 missing air
holes along the C-K direction form an L3 or L5 cavity,
respectively. We laterally couple these cavities as shown in
Fig. 1: Design A consists of L3-L5-L3 cavities and Design B
consists of H1-L3-L5-L3-H1 cavities. The samples are fabri-
cated using electron beam lithography on poly(methyl meth-
acrylate) (PMMA) resist, followed by a chemically assisted
ion beam etch (CAIBE) with Ar/Cl2 to form the air holes and
an oxygen plasma to remove the residual resist. Finally, the
InGaAs layer is etched away in a dilute H2CrO4/HF mixture
to suspend the InP/InAsP PhC slab. The best performing
devices have a lattice period of a¼ 470 nm and air hole ra-
dius of r¼ 0.3a. Fig. 1(a) shows SEM images of finished
devices.
The coupled-cavity lasers are measured in a photolumi-
nescence set-up at room temperature, pumped continuously
with a kp¼ 832 nm diode laser. The pump laser beam is
focused to an approximately 4 lm diameter spot on the sam-
ple surface using a 50microscope objective. Emitted light
from the devices is collected through the same objective and
recorded using an optical spectrum analyzer (OSA). Finite-
difference-time-domain (FDTD) simulations reveal that the
coupled-cavities in Design A have several resonance modes
FIG. 1. (Color online) (a) SEM images of fabricated devices for Designs A
and B. (b) Normalized Hz field component of the lasing modes for L3, L5,
and coupled-cavities.a)Electronic mail: jingqing@caltech.edu.
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within the InP/InAsP QW material’s gain spectrum, among
which the highest Q mode has a Q of 3100, while all other
modes have Q of a few hundreds to 1300. In Design B, the
highest Q mode within the photoluminescence bandwidth is
1700, all other modes have Q’s of below 1000. Only the
highest Q mode, whose mode profile is shown in Fig. 1(b),
tends to achieve the lasing threshold condition, making our
devices single-mode lasers, as is evidenced in measured las-
ing spectra shown in Fig. 2(a). CCD camera images of lasing
devices are shown in insets. They represent vertically
directed Poynting energy flux Pz from the lasing mode at
approximately one lasing wavelength above the devices’ top
surface. The corresponding FDTD simulations of this Poynt-
ing flux distribution, i.e., ðxl=2pÞ
Ð 2p=xl
0
Pzðx; y; z  klÞdt
where xl is the angular frequency of the lasing mode, con-
firm the main features in the lobed patterns seen on CCD:
Design A has two major side lobes and Design B has a bright
center with four minor lobes.
Efficient free-space coupling requires the laser to have a
directional far-field radiation pattern. The proposed schemes
so far for directional emission from photonic crystal micro-
cavity lasers involve fine modification of the air-holes in the
vicinity of the main cavity.11,14 Here, we show that far-field
directionality can be engineered by proper arrangement of
coupled cavities to a level that is satisfactory for practical
application without fine-tuning the PhC air-holes. We calcu-
late the coupled cavities’ far-field radiation pattern using
methods described by Kim et al.,11 the results are shown in
Figs. 2(b) and 2(c). While the PhC cavities’ mode profile and
Q hardly change with the presence of the substrate under the
suspended PhC slab, the far-field pattern is noticeably
affected, making the reflectivity and distance of the subtrate
an important design parameter. Single L3 or L5 cavities radi-
ate light with poor directionality. Most of Design A’s emis-
sion is at 660 in the x-direction, making free-space light
collection difficult. Under the comparison, Design B has
much enhanced emission directionality along the laser’s sur-
face normal, suggesting efficient free-space coupling. For
Design B of coupled-cavity laser suspended 1.16 lm above
the InP substrate as is our case, the emitted light has a
Gaussian-like dominant center peak. The center emission
lobe represents 40% of the light emitted from the laser’s
top surface and has a full width at half maximum (FWHM)
beam divergence of 20 from surface normal in the x-direc-
tion and 8 in the y-direction.
InAsP/InP QWs have the potential advantage of higher
temperature and lower threshold operation, due to their
greater band-edge offset and thus better carrier confinement
as well as expected weaker surface recombination compared
with the commonly used InGaAsP/InP QW slabs.15 How-
ever, this material system has not received much attention
for 1.55 lm wavelength-scale lasers. We proceed to charac-
terize our best performing device using Design B to provide
more insight into device performance and material proper-
ties. First, we analyze the measured light-in versus light-out
(L-L) curve using the 3-level rate equations6,16
dN
dt
¼ gLin
hxpVa
 vggðNÞP N 1 bþ Fpbssp
 
 AN  CN3
dP
dt
¼  P
sph
þ CFpb Nssp þ CvggðNÞP;
where gain is approximated by g(N)¼ g0ln(N/Ntr), xp is the
pump frequency, and sph is the photon lifetime calculated
from cold cavity Q. The ratio of pump power that generates
carriers in the active region g, the transparency carrier density
Ntr, b, the spontaneous recombination lifetime ssp, and Purcell
factor Fp are variables in the fit, from which the carrier density
N, the photon density P, the pump power Lin, and the device
output power Lout are calculated. The independent variables
and their respective values are summarized in Table I. The
effective pump power is evaluated from the overlap efficiency
of the pump laser light with the photonic crystal cavity and
the absorption efficiency in the InAsP/InP slab.6,8
We fit the L-L curve to a range of likely gain coefficient
g0¼ 1000–2000 cm1. The rate equation fit results are con-
sistent despite changes in g0. Lasing threshold is 14.6 lW,
very low for a 4-QW device with an effective mode volume
Veff of 1.9 (k/n)
3. Transparency carrier density is about
1 1018 cm3. ssp is 4–7 ns. Purcell factor Fp is between 1
and 1.5 due to InP/InAsP QW material’s homogeneous
broadening at room temperature and the coupled-cavity’s
FIG. 2. (Color online) (a) Lasing spectra of coupled-cavity lasers, insets
show CCD camera image of the lasing device and its corresponding simula-
tion results. Simulation of far-field emission patterns for single L3, L5, and
coupled-cavity lasers: (b) suspended PhC slab with no substrate and (c) PhC
slab suspended 1160 nm above the InP substrate. Dashed white circles indi-
cate 30, 60, and 90 from surface normal.
TABLE I. Material and device parameters used in rate equation analysis
(Ref. 16).
Parameter Value
Effective modal volume Veff 0.223 lm
3
Confinement factor C 0.0966
Surface recombination velocity vs 10
4 cm/s
Propagation distance to suface da 2 105
Surface recombination rate A¼ vs/da 5 108/s
Auger recombination rate C 4.25 1029 cm6/s
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somewhat large Veff.
6 Fpb  0.01. The fit with g0¼ 1500
cm1 is shown in Fig. 3(a). In measuring the coupled-cavity
laser’s L-L curve, the device was pumped to over 100 nW as
recorded by the OSA, and we expect it to operate stably at
even higher powers. The lasing peak is easily 30 dB above
noise level in our measurement. We estimate that about 1%
of the laser’s output power is coupled to the OSA due to loss
through optical elements in the optical path from the device
to the OSA. Thus, the coupled-cavity laser’s output power is
on the order of 10 lW.
Lasers with single mode CW operation can achieve sta-
ble emission with a narrow linewidth, which directly influen-
ces the device’s performance in applications such as
spectroscopy and coherent optical communication. We mea-
sure the linewidth when the device is pumped at 3 times the
threshold pump power. The data is shown in Fig. 3(b) and is
fitted to a Lorentzian. We find that the FWHM lasing line-
width is 60 pm. Measurement accuracy is limited by the
OSA’s minimum achievable resolution of 15 pm. Lasing fre-
quency shifts with increasing pump intensity as the com-
bined result of blue shift due to carrier plasma effect with
increased free carrier density in the cavity and red shift due
to device heating. Measured lasing wavelength shift versus
effective pump power is shown in Fig. 3(c), clearly showing
free carrier dominant blue-shift below threshold and heating
dominant red-shift above threshold, which measures to be
0.059 nm/lW.
In summary, we have demonstrated RT CW operation in
coupled-cavity photonic crystal lasers with a very low
threshold power of 14.6 lW, a linewidth of 60 pm, and
enhanced far-field radiation directionality. The larger area
coupled-cavity will be advantageous in applications where
both the laser output power and the threshold are of concern.
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FIG. 3. (Color online) Design B device measurements: (a) rate equation fit-
ted L-L measurement on log-log scale, circles represent measured data, solid
black line is the fit, calculated Fpb¼ 1, 0.1, 0.01, and 0.001. L-L curves
using the fit data are in green dashed lines. Inset shows a zoom-in at the
threshold in linear scale. (b) Measured linewidth, solid line shows the Lor-
entzian fit. (c) Measured wavelength shift versus effective pump power,
solid line is the above-threshold dk/dW fit.
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